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3.96mm Pin Header,Single Row

Specifications

#i1: (Remark)

1. ¥ Material)

JBS : PAT/LCP+30%G. F UL94V-0, BFifh : M (4
Housing:PA9T/LCP+30%G. F UL94V-0, Color:Black
it - B

Contact:Brass

2. 451k (characteristics) :

BHE B 7. OAMP

Rating Current:7. 0AMP

B BT : 20mQ Max

Contact Resistance:20mQ Max

A BT 1000MQ Min

Insulating Resistance:1000 MQ Min

i I AC 500V/ 434k

Withstanding Voltage:AC 500V/Minute
SRR —40° C to+105° C

Temperture Range: —40° C to+105° C
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Nating With/EosRHE:
F189

Dimension antitheses list
M | A | B
Standard | 3.50 | 8.00
Alternate
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Dimension antitheses list Dimension antitheses list
ImTeM | A [ B | D M | B[ D |w
Standard | 3.50 | 8.00 | 2.00 Standard | 8.00 | 0.85 | 10.0
Alternate Alternate
P731-11 XXX X
P i — i i p—— T =
No.Of Pins  Contact Plating Insulator Material: Contact Shape: Length Of Packing Journal Number
Per Row Full Of Gold  Semi-Gold B:PA6T S:Straight Terminal ~ A:PE Bag 1:Type1
02~30P A0=0.8u" B0=0.8U" C:PA9T R:Right Angle B:Tape & Reel 2:Type2
~ ~ D:LCP M:SMT C:Tube
A9=30u" B9=30U" D:Tube+CAP
S1=Ordinary Tin Plated E:Tray
S2=Matte Tin Plated
S3=Tin-plated High-temperature
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Http://www.yxcon.com

3.96mm Pin Header,Single Row

Specifications

57 (Remark)

1. #1 Kl (Material)

JBS: PAT/LCP+30%G. F UL94V-0, BFifh : T

Housing:PA9T/LCP+30%G. F UL94V-0, Color:Black

Uity - 3 8l

Contact:Brass

2. WM (characteristics) :

RHE B 7. 0AMP

Rating Current:7. 0AMP

BT : 20mQ Max

Contact Resistance:20mQ Max

P HT: 1000MQ Min

Insulating Resistance:1000 MQ Min

fif THE: AC 500V/ 4%k

Withstanding Voltage:AC 500V/Minute
JEHIE: -40° C to+105° C

Temperture Range: —40° C to+105° C
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Dimension anfitheses list
ITEM | A |B |C

Standard |3.50 |8.00

Alterate
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3.96"No.of Positions——————~
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Users can customize
£ V Sl
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Dimension antitheses list
ITEM |B [C | D w
Standard | 8.00 0.85 | 10.0
Alternate

P731-21

No.Of Pins  Contact Plating Insulator Material: Contact Shape: Length Of Packing Journal Number
Per Row  Full Of Gold Semi-Gold B:PA6T S:Straight Terminal ~ A:PE Bag 1:Typet
02~30P A0=0.8u"  B0=0.8U" C:PA9T M:SMT B:Tape & Reel 2:Type2
~ ~ D:LCP C:Tube
A9=30u" B9=30U" D:Tube+CAP
S1=0Ordinary Tin Plated E:Tray

S2=Matte Tin Plated

S3=Tin-plated High-temperature
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3.96mm Pin Header,Single Row

Specifications

#i1: (Remark)
1. ¥ Material)

JBES : PAIT/LCP+30%G. F UL94V-0, BH (G, M{h,
Housing:PA9T/LCP+30%G. F UL94V—

it - B

Contact:Brass

2. 451k (characteristics) :

RHE TR 7. OAMP

Rating Current:7. 0AMP

B BT : 20mQ Max

Contact Resistance:20mQ Max

A BT 1000MQ Min
Insulating Resistance:1000 MQ
i I AC 500V/ 434k

Withstanding Voltage:AC 500V/Minute

AR

Temperture Range:

-40° C to+105° C

0, Color:Black
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Alternate
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S2=Matte Tin Plated
S3=Tin-plated High-temperature

3.96"No.of Positions—————— W-
é E (
B—!
Dimension antitheses list Dimension antitheses list
ITEM A B D ITEM B D | w
Standard | 3.50 | 8.00 | 2.00 Standard | 8.00 | 0.85 | 10.0
Alternate Alternate
P732-11 xXx [ X
— 1 — 1 — 1 ‘ ‘ 1 o
No.Of Pins  Contact Plating Insulator Material: Contact Shape: Length Of Packing Journal Number
PerRow  Full Of Gold Semi-Gold B:PA6T S:Straight Terminal ~ A:PE Bag 1:Typet
02~30P A0=0.8u" B0=0.8U" C:PAIT R:Right Angle B:Tape & Reel 2:Type2
~ ~ D:LCP M:SMT C:Tube
A9=30u" B9=30U" D:Tube+CAP
S1=Ordinary Tin Plated E:Tray
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3.96mm Pin Header,Single Row

Http://www.yxcon.com

Specifications Mating With/ RS EE:
4 (Remark) =
1. #1 Kl (Material)

JBS: PAT/LCP+30%G. F UL94V-0, BFifh : T
Housing:PA9T/LCP+30%G. F UL94V-0, Color:Black
Uity - 3 8l

Contact:Brass

2. WM (characteristics) :

RHE B 7. 0AMP

Rating Current:7. 0AMP

BT : 20mQ Max

Contact Resistance:20mQ Max

P HT: 1000MQ Min

Insulating Resistance:1000 MQ Min
fif THE: AC 500V/ 4%k

Withstanding Voltage:AC 500V/Minute
G -40° C to+105° C

W77
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Temperture Range: —40° C to+105° C P732-21XXXXXMXXXX1 P732-21XXXXXMXXXX2
T T
L=B+C+D+Wi2 L=B+C+D+W/2
7
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3.96"No.of Position; TYPE1 é ;
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1.60
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TYPE2 7 . 7 . e
- z
Users can customize 3.96
{J SR
) Recommended P.C.B Layout
<
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[J BT
3.96No.of Positions: £ W
Dimension antitheses list Dimension antitheses list
ITEM A B C ITEM | B c|D w
Standard |3.50 |8.00 Standard | 8,00 085 | 10.0
Alternate Alteate
P732-21 XXX X
Fj::]447 F4:]47 F4:]47 ‘
No.Of Pins Contact Plating Insulator Material: Contact Shape: Length Of Packing Journal Number
Per Row  Full Of Gold Semi-Gold B:PA6T S:Straight Terminal ~ A:PE Bag 1:Typet
02~30P A0=0.8u" B0=0.8U" C:PAIT M:SMT B:Tape & Reel 2:Type2
~ ~ D:LCP C:Tube
A9=30u" B9=30U" D:Tube+CAP
S1=Ordinary Tin Plated E:Tray
S2=Matte Tin Plated
S3=Tin-plated High-temperature
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