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Specifications

%% (Remark)
1. # %} (MATERIAL)

JR%: PAGT+30%C. F UL94V-0, Mife: Bfa.
Housing: PA6T+30%G. F UL94V-0, Color: Black
WF B/, 440K 30u"MIN, K E4E A Lu"MIN

Contact: Phosphor bronze, lu"MIN GOLD PLATING OVER ALL

30u" MIN NICKEL UNDERPLATING OVER ALL
2. ¥ (characteristics):

FEWR: 1 AMP

Raring Current: 1 AMP.

5 fih FEL

20 mQ MAX.

Contact Resistance:20 mQ MAX.

4 2% P

1000 MQ MIN.

Insulating Resistance: 1000 MQ MIN.

fit B, E: AC 500V.

Withstanding Voltage: AC 500V.

BT

-40°C to+105°C

Temperture Range: -40°C to+105°C
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Ordering Information
F521-11 XX XX X MU X X

R

NO.OF PINS Contact Plating INSULATOR  PACKING TYPE1:1
PER ROW Full Of Gold Semi-gold MATERIAL: A:PE Bag TYPE2:2
1~50P A0=0.8u" B0=0.8U" B:PA6T B:Tape & Reel
At=1u" B1=1U"  C:PA9T C:Tube
A2=1.5u" B2=1.5U" D:LCP D:Tube+CAP
A3=2u" B3=2U" E:Tray
A4=8u" B4=3U"
A5=5u" B5=5U"
AB=10u" B6=10U"
A7=15u" B7=15U"
A8=20u" B8=20U"
A9=30u" B9=30U"
S1=0Ordinary Tin Plated
S2=Matte Tin Plated
S3=Tin-plated High-temperature
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TYPE 2 NN 1.00xNo.of Positions+0.40+0.25

OPERATION SCALE Fit 2

XX |£0.25 I mm IRGET TR ’u%l.%%%ﬁﬁlzﬁ/l} =]

: *v. UNIT MM Dongguan Yux1 Electronic o.,Ltd.
)><<)><<)><<x igﬁg SIZE | M DESIGN F /NG PART NO. F521-11XXXXXMUXX

angle | =3 | SHEET | 1/1 CHECK TITLE: 1.00mm PAHERE WEE2. 1 SMT U

REV | DATE MODIF ICATION DESCRIPTION CHANGE | APPROVE [ Dim | TOL | PROJ. | €—=F | APPROVE Customer No.
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