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5 W SPECIFICATIONS
— S ¢ Voltage rat?ng: 250V AC, DC
Yl < e Current rating: 7A, AC, DC
Bllal|a | @ B e Withstanding Voltage: 1500V AC/minute
NN/ N\ p—— ® Insulation resistance:1000MQ min
Bllolalal|lag|l|lallo|olo e Temperature range: —25° C +85° C
e Contack resistance: 10mQ max
B WAFER
e Part No.: W4202V-2%NP
e Poles : 02-24
e Material: Nylon 66 UL94V-2
e Pin Material: Brass /Tin-plated
B+0. 50 9. 70+0.20
PART NO. Diminsions (mm)
o B
= S W4202V-2%01 -— | 5.60
£ jfl W4202V-2%02 | 4.20 |9.80
2 = W4202V-2*%03 | 8.40 |14.00
= e W4202V-2%04 | 12.60 |18.20
U U U U U U U U W4202V-2%05 | 16.80 |22.40
A P _
| [ 4.20+0. 10 W4202V-2%06 21.00 | 26.60
4.20£0. 10 1.1440.05 ' ' W4202V-2%07 | 25.20 |30.80
I
A+0. 25 W4202V-2%08 | 29.40 |[35.00
~ W4202V-2%09 | 33.60 |39.20
W4202V-2%10 37.80 |43.40
S W4202V-2%11 | 42.00 |47.60
S 4. 20 q)\-% W4202V-2%12 | 46. 20 51.80
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: - UNIT MM Dongguan Yuxi Electlonlc Co.,Ltd.
)>(<-)>(<x Ji%z% SIZE | M DESIGN JAEES PART NO. WA4202V-24NP
angle | =1 | SHEET | 1/1 CHECK TITLE: 4.2 Wafer 1805
REV | DATE MODIFICATION DESCRIPTION CHANGE | APPROVE [ pIm TOL | PROJ. | == | APPROVE Customer No.
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