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东莞市宇熙精密连接器有限公司

PI45-1206S4CS189B1T

Cust omer  No.

Dongguan  Yuxi  Electronic   Co.,Ltd.

Specifications Ordering Information
备注(Remark)

1.材料(MATERIAL)

胶芯：PA9T+30%G.F UL94V-0，颜色:黑色.
Housing:PA9T+30%G.F UL94V-0,Color:Black

四方针：黄铜，镍底50u"MIN,表面镀高温雾锡100u"MIN
Contact:Brass,100u"MIN HIGH TEMPRETURE MATTE TIN OVER ALL
        50u"MIN NICKEL UNDERPLATING OVER ALL

2.特性（characteristics):

额定电压：250V AC/DC
Rated Voltage:250V AC/DC
Max.processing temp:260℃ for 10seconds

额定电流：3 AMP
Raring Current:3 AMP.

接触阻抗：20 mΩ MAX.
Contact Resistance:20 mΩ MAX.

绝缘阻抗：1000 MΩ MIN.
Insulating Resistance:1000 MΩ  MIN.

耐电压：AC 500V/分钟.
Withstanding Voltage:AC 500V/Minute.

温度范围：-40°C to+105°C
Temperture Range: -40°C to+105°C

PH5.0*4.5扁针 2*6P L=18.9/3.2 180度 带柱

PA9T 镀高温雾锡100U" 镍底50U" CAP+100/透明卷

PI45-12 06 S4 C S 189 B 1T

NO. OF PI NS
PER ROW
1~40P

    Cont act  Pl at i ng
Ful l  Of  Gol d   Semi -gol d
A0=0. 8u"         BO=0. 8U"
A1=1u"           B1=1U"
A2=1. 5u"         B2=1. 5U"
A3=2u"           B3=2U"
A4=3u"           B4=3U"
A5=5u"           B5=5U"
A6=10u"          B6=10U"
A7=15u"          B7=15U"
A8=20u"          B8=20U"
A9=30u"          B9=30U"
S1=Or di nar y Ti n Pl at ed
S2=Mat t e Ti n Pl at ed
S3=Ti n-pl at ed Hi gh-t emper at ur e
S4=Hi gh Tempr et ur e Mat t  Ti n

LENGTH
OF
TERMI NAL

I NSULATOR
MATERI AL:
B: PA6T
C: PA9T
D: LCP

HEI GHT OF
 HOUSI NG
25: 2. 5mm

PACKI NG
A: PE Bag
B:Tape & Reel
C: Tube
D: Tube+CAP
E: Tr ay
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